


BEZUGSMATERIALIENAlle Materialien sind flammhemmend und desinfektionsmittelbeständig.
All cover materials are flame-retardant and resistant to disinfectants.

airpor etnic

Geringe Abweichungen in Farbe und Struktur sind produktionsbedingt und nicht auszuschließen. Sie berechtigen nicht zur Reklamation.   
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komfort compact

   Slight differences in colour and structure are due to production and cannot be excluded; therefore such differences are not subject to complaint.
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Bezugsmaterialien Cover Materials airpor, etnic, komfort, compact

Material: Kombination einer schaumweichen, abriebfesten, Kunststoffbeschichtung auf hochwertigem, dehnbaren Trikotgewebe. 

Eigenschaften: Hochwertige Optik, angenehmes Sitzgefühl, lange Haltbarkeit, griffig, dehnfähig, abriebfest, reissfest,

desinfektionsmittelbeständig, schwer entflammbar.

Reinigung: Mit lauwarmem Wasser und einem feuchten Tuch, am besten einem Mikrofasertuch, reinigen. Der Zusatz von

Neutralwaschmittel ist möglich. Bitte verwenden Sie keine Lösemittel, Chloride, Poliermittel, chemische

Reinigungsmittel, Wachspoliermittel, Öle oder fetthaltige Mittel. Farbflecken und andere Verunreinigungen bitte umgehend

entfernen.

Desinfektion: Mit Flächendesinfektionsmittel. Bitte beachten Sie das Mischungsverhältnis.

Flammfestigkeit:

airpor: MVSS 302/DIN 75200. 

etnic: NF-P 503 Klasse M1, BS 5852 Crip 5, EN 1021-1+2, DIN 53438/DIN 4102 B. 

komfort: NF M2, BS5852 IS-+1, EN1021-1+2, DIN53438(Part 2), MVSS302, DIN4102 (Part 1, B2), Classe Uno(IM), Önorm B3825. 

compact: DIN 75200/ISO 3795/MVSS 302, EN 1021-1+2.

Material: Combination of a plastic-coated wear-layer-foamy soft, abrasion-resistant, expandable tricot.

Features: High quality look, comfortable seating, high durability, good touch, elastic, abrasion-resistant, resistant to

disinfectants, flame-retardant.

Cleaning: Clean with lukewarm water and a microfibre cloth. The adding of soft detergents is possible. Please do not use

solvents, chlorides, abrasives, chemical cleaning agents, wax polishes and care agents containing oil or fat. 

Please remove colour stain and other pollutions immediately.

Disinfection: Use surface disinfection, notice mixture ratio.

Flame Resistance:

airpor: MVSS 302/DIN 75200. 

etnic: NF-P 503 Klasse M1, BS 5852 Crip 5, EN 1021-1+2, DIN 53438/DIN 4102 B. 

komfort: NF M2, BS5852 IS-+1, EN1021-1+2, DIN53438(Part 2), MVSS302, DIN4102 (Part 1, B2), Classe Uno(IM), Önorm B3825. 

compact: DIN 75200/ISO 3795/MVSS 302, EN 1021-1+2.




